LANXESS

Energizing Chemistry

LANXESS EPM and EPDM product ranges

Buna® EP Mooney viscosity" ENB Ethylene Standard packaging
ML (1+4) 125°C content content (%) bale weight
/ML (1+8)™ corr. (bales per pallet)

G 2050 24/ - 0.0 52 25 kg (25)

G 6170 59/- 1.5 71 20 kg (30)
pellets on request
crumbs in 320 kg boxes

T6250 557/- 2.2 25 kg (36)
G2170VP(P) 25/- 1.2 72 450 kg (pellets), 20 kg (30)
G 2440 24 /- 4.3 51 25 kg (35)
G 2470 24 /- 4.2 69 25 kg (35)
G 2470 LM 22/ - 4.2 69 25 kg (35)
G 3440 28/ - 4.1 48 25 kg (35)
G 3473 (30 phr paraffinic oil) 34 /- 4.6 69 25 kg (35)
G 3569 LF (100 phr paraffinic oil)* 30/- 5.1 66 25 kg (35)
G 5450 46/ - 4.3 52 25 kg (35)
G 5455 (50 phr paraffinic oil) 46 / - 4.3 55 25 kg (35)
T 5459 CL(100 phr paraffinic clear oil) 54 /38 (150 °C) 4.0 59 25 kg (30)
T 6465 CL(50 phr paraffinic clear oil) 53737 (150°C) 4.0 64 25 kg (30)
G 6470 59/- 4.7 70 20 kg (30)
pellets on request
G 8450 76/ - 4.3 53 25 kg (35)
G 8460 81/- 4.5 66 20 kg (30)
G 5567 (75 phr paraffinic oil) 46 / - 5.1 66 25 kg (35)
T 6650 63/62(125°C) 6.5 53 25 kg (36)
T9650 94 /60 (150 °C) 6.5 53 25 kg (36)
G 9650 87/ - 6.0 53 25 kg (35)
Terpolymers - very high unsaturation
G 3850 28/ - 7.8 48 25 kg (35)
G 3963 (30 phr paraffinic oil) 34 /- 9.0 66 25 kg (35)
G 5962 (25 phr paraffinic oil) 51/- 9.0 64 25 kg (35)
G 6850 60/ - 7.7 51 25 kg (35)
G 8850 80/ - 7.7 51 25 kg (35)
T 6861 CL(15 phr paraffinic clear oil) 60/ - 8.0 60 25 kg (36)
T 4969 CL(100 phr paraffinic clear oil) 43/30(150°C) 10.0 62 25 kg (30)
T 3950 33/54 (100 °C) 11.5 56 34 kg (24)

“marked for discontinuation
** campaign product — only produced against firm order
1) unmassed (DIN 53 523; ASTM D 1646)
) (100-ENB%)
2) correction formula: Cy corr. = C5 uncorr. X100

Density 0,86 g/cm3; for oil-extended grades 0.87 g/cm?

Buna is a registered trademark in many countries of the world.

This information and our technical advice — whether verbal, in writing or by way of trials — are given in good faith but without warranty, and this also applies where pro-
prietary rights of third parties are involved. Our advice does not release you from the obligation to check ist validity and to test our products as to their suitability for the in-
tended processes and uses. The application, use and processing of our products and the products manufactured by you on the basis of our technical advice are beyond
our control and, therefore, entirely your own responsibility. Our products are sold in accordance with the current version of our General Conditions of Sale and Delivery.
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